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Single/Dual carriageway 40mph or less - 450mm cones, spacing 1.5m.
Single/Dual carriageway 50mph or more - 750mm cones, spacing 1.5m.
Dual carriageway national speed limit - 750mm cones, spacing 1.5m,
relaxation 3m.

Notes:

DETAIL B

2) 45° tapers have 1.5m spacing, no relaxations.
be provided in accordance with Table A1.3 (Appendix 1).
1) During darkness, warning lights to BS EN 12352:2006 should

3) On motorways and NSL AP duals with hard shoulders, 1m
cones will be required for both standard and relaxation works
for lead tapers and the facing wall of lane changes.

DETAIL C1

9m

1) During darkness, warning lights to BS EN 12352:2006 should
be provided in accordance with Table A1.3 (Appendix 1).
2) For relaxation to Detail C1 see Table A1.3 (Appendix 1).

Notes:

Single/Dual carriageway 50mph or more - 750mm traffic cones.
Single/Dual carriageway 40mph or less - 450mm traffic cones.

All Traffic Management will be designed in accordance with the requirements of the Traffic Signs Manual, Chapter 8,
Part 1 ,Part 2 & Part 3. Any sign reference numbers used in this drawing refer to the diagram numbers contained
within the Traffic Signs Regulations and General Directions 2016 (TSRGD 2016).
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